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HOME HEATING TANK  

 490 LITRE DIESEL   

 

 
 

• Design Approval #: TNK0702 

• Mainline Fabricator #: FAB0018 

• Manufactured to AS1692-2006 Cat.1 

• Tank design and fabricator registered with WorkSafe 

 

 
 

 

 

 

 

 

MATERIALS 
 

• TANK – BODY – 1.6mm Electro galv.   

• TANK – ENDS – 2mm Electro galv.  

• LEGS – 50 x 50 x 3mm 

• FOOTPLATES – 150 x 150 x 5mm 
 

STANDARD FITTINGS 
 

• FILL and VENT – 50mm Lockable caps 

• BALL VALVE – 15mm Lever valve 

• HAZCHEM LABELS – Diesel (3Z) 

• MANUFACTURERS PLATE – Engraved with compliance information 
 

DIMENSIONS 
 

• TANK – 1180 x 550mm 

• HEIGHT TO OUTLET – 90mm 

• OVERALL HEIGHT - 1070mm 

• FOOTPRINT – 1150 x 580mm 

• CONCRETE PAD – 1400 x 800 x 150mm thick incl. SE72 mesh 

• ANCHOR REQUIREMENTS – 1 – M10 trubolt at each leg 

• TANK VOLUME – 490 Litres 

• SAFE FILL LEVEL – 465 Litres 
 

OPTIONS 
 

• STANDARD COLOURS – Grey, White, Cream 

• NON-STANDARD COLOURS – by request (non-standard charge will apply) 

• BUND – 1500 x 700 x 570mm (available if required) 

Mainline Home Heating Tanks are approved for connection to burners 

and boilers for the storage and transfer of diesel and alpine diesel. 

Tanks are manufactured from steel and are of a design that is certified 

and constructed by a fabricator that is certified under regulation 17.93 

of the HSW HS (Health and Safety at Work (Hazardous Substances) 

Regulations 2017. Aluminium tanks are no longer approved for use 

in domestic heating systems. 
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